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The IEEE Spec for Ethernet 10BaseT requires:
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Straight Through Cable

	Pair #2 is connected to pins 1 & 2 like this:

	pin 1 wire color -
	White / Orange

	pin 2 wire color -
	Orange

	Pair #3 is connected to pins 3 & 6 like this:

	pin 3 wire color -
	White / Green

	pin 6 wire color -
	Green

	Pair #1 is connected to pins 4 & 5 like this:

	pin 4 wire color -
	Blue

	pin 5 wire color -
	White / Blue
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Pair # 4 is connected to pins 7 & 8 like this:

	pin 7 wire color -
	White / Brown

	pin 8 wire color -
	Brown


note: Only wire pairs #2 and #3 are used for data transmission.
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Crossover Cable

	Standard End
	Crossover End

	Pin 1 – White / Orange
	Pin 1 – White / Green

	Pin 2 – Orange
	Pin 2 – Green

	Pin 3 – White / Green
	Pin 3 – White / Orange

	Pin 4 – Blue
	Pin 4 – Blue

	Pin 5 – White / Blue
	Pin 5 – White / Blue

	Pin 6 – Green
	Pin 6 – Orange

	Pin 7 – White / Brown
	Pin 7 – White / Brown

	Pin 8 - Brown
	Pin 8 - Brown
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